
Media: air  

Inlet Pressure: 10 Bar max 
Pressure range: 0.5 to 10 Bar 

Media temp: -10C to +60°C  

Ambient temp: -10°C to +60°C 
Mounting: upright 

 
 
 

                                 

Drip Leg Drain 
1/2 3/4 1  

Aluminium 
Auto Drain 

0.5 – 10 Bar 

TYPE AD940 
 

PRESSURE 
Ø 

 Port 
BSP 

Kg 
Pressure (Bar) 

Bowl Part Number  
Min Max 

1/2 0.5 0.5 10 Polycarbonate AD940-04  

3/4 0.4 0.5 10 Polycarbonate AD940-06 

 

1 0.4 0.5 10 Polycarbonate AD940-08 

1/2 0.5 0.5 10 Aluminium AD940-04AL  

OPTIONS 
Fully automatic drain 

NPT Thread 

 

CONSTRUCTION 
Die cast Aluminium body 
Filter bowl polycarbonate, capacity 1/2 105cc, 3/4 + 1” 210cc (optional aluminium bowl ½” only) 

Test pressure: 12 Bar 

FEATURES 

Effective fast fully automatic water drain. Special internal construction prevents vacuum in system. 

OVERALL DIMENSIONS 

AD940-04      AD940-06 + 08 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 


