
Media: air   
Pressure range: 0 to 9 Bar max 

Media temp: -10C +60°C max 
Ambient temperature: -10° to +60°C  
Mounting: any position 

3/2 Hand Control 
 1/8 

Mechanical Valves 
3 WAY DIRECT ACTING 

0 – 9 Bar 

TYPE MSV8632  
PRESSURE 

 

  

Port 
 

 
Orifice  

(mm²) 

Pressure Rating (Bar) Operator 

Part Number  

Min ∆P Max ∆P Max  Type 
Standard 

Colour 
Picture 

1/8 
(01) 

 

1/8” 
1.8mm² 

0 9 10 Basic - 

 

MSV8632-01  

0 9 10 Roller - 

 

MSV8632-01R  

0 9 10 
One Way 

Roller 
- 

 

MSV8632-01RL  

0 9 10 
Twist 

Selector 
Black 

 

MSV8632-01TB  

0 9 10 
Long Twist 

Selector 
Black 

 

MSV8632-01LB  

0 9 10 
Palm Button 

Mushroom 
Red 

 

MSV8632-01PB 

 0 9 10 
Palm Button 

Flush 
Red 

 

MSV8632-01PP 

0 9 10 
Palm Button 

Extended 
Red 

 

MSV8632-01PPL 

0 9 10 Push Pull Red 

 

MSV8632-01EB  

OPTIONS 
With exhaust port 

NPT Thread (MSV8632-01N) 
Optional button colours Green (G), Black (B) or Yellow(Y)  
Panel mount diameter 25mm 

Without exhaust MSV8622 
Stackable 2 station (LB or TB)  

 

CONSTRUCTION 
Body : Aluminium alloy, Panel dimension 30mm, internal parts : Stainless steel, Seals and gaskets : NBR 

OVERALL DIMENSIONS 
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